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LEARNING REMOTE CONTROLLER
RC7300SR

Infrared window
Outputs and inputs an infrared control signals.

LCD (Liquid Crystal Display)

Used to display information about currently selected functions.

A (open/close) button
Used to open or close the door.
Note:

« This button is unavailable for SR7300.

Source POWER ON/OFF button

Used to turn specific sources (such as DVD players, etc.) ON and OFF
independently from the rest of the system.

(5] EQ button

Used to turn on or off HT (Home Theater)-EQ mode.
This mode compensates for the audio portion of a movie sounding
“bright”. When this button is pressed, “HT-EQ” indicator lights up.

[6] V-OFF (video off) button

Used to turn off the video signal.

DVD operating buttons

(when DVD mode is selected)

AUDIO button

Used to select one of the audio language.
ANGLE button

Used to change the different camera angle.

SUBTITLE button
Used to select one of the subtitle language.

Numeric buttons 1 to 9, 0 / Surround
mode buttons

Numeric buttons

Used to enter figures in the selection of a tuner preset station and sta-
tion name preset or to set select a CD track number, etc. The functions
of these buttons are dependent on the function button selected.

Surround mode buttons (when AMP mode is selected)
Used to select the surround mode.

[9] CL (clear)/ S-DIRECT (source direct)

button
Used to cancel for certain memory or programming operations.
(when AMP mode is selected)

Used to select the S-DIRECT (source direct) mode. In source direct
mode, the tone control circuitry is bypassed.

INPUT button

Used to select monitor input.
Note:
« This button is unavailable for SR7300.

11 T.MODE button

(when TUNER mode is selected)

Used to select the auto stereo mode or mono mode when the FM band
is selected.

The “AUTO" indicator lights in the auto stereo mode.

(TV) CH A/V buttons

Used to increase or decrease the TV channel.

TOP MENU button

(when DVD mode is selected)
Used to call up the top menu of the DVD.

Tone / Deck cotrol buttons

Tone cotrol buttons (when AMP mode is selected)

The TREBLE buttons are used to adjust the tone control of high fre-
quency sound for left and right speaker.

The BASS buttons are used to adjust the tone control of low frequency
sound for left, right and subwoofer speaker.

Deck cotrol buttons (when Tape mode is selected)

The DECK A button are used to select the deck A.

The DECK B button are used to select the deck B.

The €4 » button are used to change the direction.



CURSOR / OK button

Used to operate on-screen and other displays used by receivers and
other components.

CH SEL. (channel select) button

(when AMP mode is selected)
Used to call up SETUP MAIN MENU and adjust speaker levels or 6.1
ch input level.

SETUP button

(when AMP mode is selected)
Used to call up the setup menu of the SR7300.

CONTROL buttons

These buttons are used when operating the CD player, TAPE deck,
etc.

The function of these buttons are dependent on the function button
selected.

(when AMP mode is selected)

ATT button

When the input signal is too high and the voice distorts even by throt-
tling the SR7300 VOLUME control, turn on this function. “ATT” is indi-
cated when this function is activated.

The input level is reduced. Attenuator is invalid for use with the output
signal of “REC OUT".

Note:

» This function is unavailable during the digital input is selected.
SPK A/B button

Speaker mode is switched in the following sequence.
A — B — A+B — off

" MULTI button
This button is used to switch the unit to multi room mode.

Input selector buttons/ FUNCTION SE-
LECTOR buttons (AUDIO/VIDEO INPUT)

Used to switch the remote controller to the command sets for specific
sources (amplifier, receiver, etc.), thereby allowing a single remote
controller to control up to 11 different components. To use these
buttons to switch the amplifier’s source, press the desired button twice
within 2 seconds. The AMP button [19 is used only to switch command
set of the remote controller itself and therefore does not transmit any
signal. Further, the function buttons may also be programmed to
execute macros. (A macro allows a complex string of operations to be
performed in series simply by pressing a single button.) One button
can be programmed to learn sequences containing up to 10
commands. The following is an example of such a sequence that can
be activated automatically using a macro:

Turn the receiver ON — Switch the function to DVD — Set the
Surround Mode to VIRTUAL — Set the DVD player to Play.

EXIT button

(when AMP mode is selected)
Used to exit SETUP MAIN MENU.

TEST button

(when AMP mode is selected)
Used to enter the test tone menu.

MENU/OSD button

(when AMP mode is selected)

When this button is pressed, the current setting are displayed on the
TV monitor.

VOLUME A/ V buttons

Used to adjust the volume on receivers and other components (TV)
equipped with volume control.

P.SCAN (preset scan) button

(when TUNER mode is selected)
Used to start preset scan when SR7300 is selected TUNER mode.

MUTE button

Muting button of the SR7300. Press this button decrease the sound
temporarily . Press this button again to return to the previous sound.

MEMO button

Memory enable button for various preset functions.

NIGHT button

(when AMP mode is selected)

Pressing this button prevents the Dolby Digital signal from playback at
a loud voice. This function reduces the voice by 1/3 to 1/4 at maximum.
Thus, it eliminates the occurrence of an abruptly loud voice at night.
However, the function is valid only for the case when the Dolby Digital
signal is entered into OPTICAL or COAXIAL and data to compress the
voice exists in the signal to be played back.

When this button is pressed, “NIGHT” indicator lights up.

PTY button (European model only)

(when TUNER mode is selected)

Used to display the programme type information of the current station.
The RDS system categorizes programmes according to their genre
into different programme type (PTY) groups.

F.DIR/SEAR button

(when TUNER mode is selected)
Used to select the mode of frequency direct input.

DISP./RDS button (European model only)

(when TUNER mode is selected)
Selects display mode function in RDS (Radio Data System) by this
button.

(when AMP mode is selected)

(When this button is pressed once, the display is dimmed.
When this button is pressed twice, the display is turned off and
“DISPLAY OFF” indicator lights up.

Press this button again to turn the display ON again.)

A/D button

This is used to switch between the analog and digital inputs.

SLEEP (sleep timer) button

This button is used for setting the sleep timer. It can be operated the
same way as the button in unit.

7.1/6.1CH IN button

Press this button to select the output of an external multi channel decoder.

POWER ON, OFF buttons

(when AMP mode is selected)
Press to switch the power of the SR7300 ON or OFF.

ENGLISH
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LCD (Liquid Crystal Display)

Information about currently selected functions and modes is displayed
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@ Function Name indicator

Displays the name of the currently selected function (DVD, TV, etc.)
using up to 5 characters.

® LEARN indicator

Indicates when the remote controller is in the LEARN mode.

© USE indicator

For normal operation the USE indicator is displayed.

@ MACRO indicator

Indicates when the remote controller is in the MACRO mode.

© Transmission indicator
Indicates when the remote controller is transmitting a signal.

® Low battery indicator

When this indicator appears, the batteries should be replace.

.
The distance between the transmitter of the remote .control unit and
the IR SENSOR of the SR7300 should be less than about 5 meters. If
the transmitter is pointed to a direction other than the IR SENSOR or if
there is an obstacle between them, remote control may not be
possible.

Remote-controllable range

Remote control unit (RC7300SR)

The life of the batteries used with the remote control unit is about 4
months with normal use. Also be sure to replace batteries earlier when
you notice that they are getting weak.

1. Remove the back cover.

Note:

* The supplied batteries are shipped to confirm the initial
operation. Therefore, the supplied batteries will be consumed
quickly.



To control the SR7300 by your RC7300SR, you have to select the
device AMP or TUNER by function selector button. Please refer as

below for the deatails in AMP and TUNER mode.

AMP MODE TUNER MODE
POWER ON/OFF|Turns the SR7300 on and off 0-9 Inputs the numeric
POWER ON Turns the SR7300 on DISP./RDS Selects the display mode in RDS ()
POWER OFF  |Turns the SR7300 off F.DIR/SEAR | Selects the “Frequency direct input’
V-OFF Turns on or off Video OFF mode PTY Displays the programme type information of the current station (*)
EQ Turns on or oft HT-EQ mode MEMO Enters the tuner preset memory numbers
7.1/6.1 IN Selects the 6.1(?H IN . oL Clears the inputting
SLEEP Sets the sleep timer function
- — T.MODE Selects the auto stereo mode or mono mode
AD Switches between the analog and digital inputs
DISP./RDS Changes the front display mode P.SCAN Starts preset scan
Surround mode [Selects the surround mode CHANNEL/SKIP | » Selects a preset station
(0-9) * DSP button is unavailable to SR7300. + Changes a PTY type
S-DIRECT Selects the Source Direct mode TUNE/SEARCH | Tunes a station
NIGHT(+10)  [Turns on or off NIGHT mode TUNER Selects a frequency band
MUTE Decreases the sound temporarily
BASS AV Adjusts the tone control of low frequency sound (*): European model only
TREBLE AV  |Adjusts the tone control of high frequency sound
VOL AV Adjusts the over all sound level
MENU/OSD Displays the current setting on the monitor
Cursor Moves the cursor for setting in “On screen display” mode
OK + Enter the “On screen display”
+Confirms the setting in “On screen display” mode
SETUP Same as OK button
CH SEL Calls up SETUP MAIN MENU and adjusts speaker levels or 6.1ch input level
TEST Enters the test tone menu
EXIT Exits from SETUP MAIN MENU
SPKR A/B Selects the speaker system
ATT Reduces the input level
MULTI Turns the multi room mode on or off
Function selectoriSelects a particular source component

ENGLISH
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MULTI ROOM SYSTEM

The Multi Room system is a function which allows you to listen to the
same or a different source in a room other than the room in which the
SR7300 is located.

To use this function, a multi room remote unit and remote control
signal receiver available from your Marantz dealer are necessary.
The operations possible with the multi room function are explained
briefly below.

For details, refer to the instruction manual supplied with the multi room
remote control unit and receiver.

When the outputs of the MULTI ROOM OUT terminals are wired and
connected to amplifiers installed in other rooms , different sources
can be played in rooms other than the main room in which this unit and
the playback devices are installed.

SR7300 has some feature to MULTI ROOM SYSTEM as source
selector, OSD information, sleep timer and remote control.

The SR7300 is equipped with audio pre-out terminals for which the
volume is adjustable and composite video output terminals as the
MULTI ROOM output terminals.

A separately sold stereo power amplifier (SM6100) can be connected
to enjoy multi room playback.

Operation to MULTI ROOM OUT without the remote controller.

2. 1. 2.

i

1. Press the MULTI ROOM button. The unit enters multi room mode
and the display indicates “SELCT SOURCE” and flashes the
“MULTYI” indicator for approx. 10 seconds.

2. Inthis time, you can select the input source by pressing the input
selector buttons.

Then, the display indicates “MULTI VOL” “VOLUME xx dB” for
approx. 5 seconds.

3. During this time, you can set the volume level in the multi room as
desired.

This will only set the volume in the second room.

1. Press the MULTI on multi room remote control unit from the
MULTI ROOM.
This operations will put the SR7300 into multi room mode and
“MULTI” will light in the display.
MULTI ROOM Video output will show OSD information to
condition of MULTI ROOM setup.

MULTI ROOM

MULTI ROOM : OFF

VIDEO : DVD
AUDIO : DVD
VOLUME SETUP : VARIABLE
VOLUME LEVEL : -90 dB
SLEEP TIMER : OFF

- ---MAIN-ROOM STATUS----
VIDEO:DVD AUDIO:DVD
MAIN EXIT

2. Press the VOL. A or VOL. ¥ button on the multi room remote
control unit to set the desired sound volume.

3. In multi room mode, the multi room remote control unit can be
used in the multiroom to operate the following functions.

General:

 Controlling volume level, sleep timer, and muting. Selecting
input audio and video source.

Tuner:

» Selecting band, controlling preset channel up and down, tuning
up and down, direct frequency call.

Notes for multi room system:
* The MULTI ROOM OUT is analog outputs.
This is not support to digital signals input.

o If Tuner (FM or AM) is active in main room, you can not
control any function of tuner.

In this case, you can listen the same condition as main room.



EMOTE CONTROLLER OPERATION

Press the desired function button.

 The selected function name and USE are displayed in LCD.

Press the desired operation buttons to play the selected

component.

 For details, refer to the components’s user guide.
+ It may not be possible to operate some models.

CONTROLLING A MARANTZ DVD PLAYER (DVD MODE)

POWER ON/OFF | Turns the DVD player on and off

POWER ON Turns the DVD player on

POWER OFF  |Turns the DVD player off

A Opens / closes the disc tray

AUDIO Selects the audio language

ANGLE Selects the camera angle

SUBTITLE Selects the subtitle language

0-9,+10 Inputs the numeric

DISP Displays the disc information

F.DIR/SEAR Searches the title or track

CL Clears the inputting

MEMO Calls up progamming menu

DECK A Next disc tray

TOP MENU Calls up the top menu of the DVD disc

MENU/OSD Calls up the menu of the DVD disc

Cursor, OK Moves the cursor, enters the setting

SETUP Calls up the setup menu of the
DVD player

et/ >l Skips forward or previous chapter/track

<</» Seachs forward or backward

n Pause

] Stop

> Play

POWER ON/OFF | Turns the VCR on and off

A Ejects the tape

AUDIO Selects the audio language
0-9 Inputs the numeric

CL Clears the inputting
MENU/OSD Calls up the menu

Cursor, OK Moves the cursor, enters the setting
EXIT Exits the programming menu
et [ B Skips forward or previous track
</ Seachs forward or backward
® Record

] Pause

|| Stop

» Play

CONTROLLING A MARANTZ CD PLAYER (CD MODE)

POWER ON/OFF | Turns the CD player on and off
POWER ON Turns the CD player on
POWER OFF  |Turns the CD player off

A Opens / closes the disc tray
0-9 Inputs the numeric

DISP Scrolls the disc information

CL Clears the inputting

MEMO Programes

DECKA,B Changes the disc tray
MENU/OSD Switches the display information
et/ Bl Skips forward or previous track
<t/ Seachs forward or backward

n Pause

| Stop

» Play

POWER ON/OFF | Turns the CD recorder on and off
POWER ON Turns the CD recorder on
POWER OFF  |Turns the CD recorder off

A Opens / closes the disc tray
0-9 Inputs the numeric ’
DISP Switches the display information
CL Clears the inputting

MEMO Programes

MENU/OSD Scrolls the disc information
et/ B Skips forward or previous track
<</ Seachs forward or backward

[ Record

n Pause

|| Stop

» Play

ENGLISH
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CONTROLLING A MARANTZ MD DECK (MD MODE)

POWER ON/OFF | Turns the MD deck on and off
POWER ON Turns the MD deck on
POWER OFF  |Turns the MD deck off

A Eject the MD disc

0-9 Inputs the numeric

CL Clears the inputting

MEMO Programes

MENU/OSD Switches the display information
e/ B Skips forward or previous track
/> Seachs forward or backward
@ Record

] Pause

a Stop

> Play

POWER‘ON/OFF

Turns the tape deck on and off
POWER ON Turns the tape deck on
POWER OFF  |Turns the tape deck off
A Eject the tape
0-9 Inputs the numeric
CL Clears the inputting
MEMO Programes
DECKAB Changes the tape deck
<4» Changes the direction
it/ B Skips forward or previous track
<«/p> Seachs forward or backward
@ Record
i Pause
| Stop
> Play
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The remote controller is capable of learning and memorizing the

remote control codes used by almost any other remote controller you

may already own.

 If no commands have been programmed for a particular function
button, the remote controller will transmit whatever codes have
been factory preset.

» The following example shows how to program your remote
controller and how to use the codes for a DVD player.

LEARNING PROCEDURE

1. Place the remote controller so that its infrared signal transmitter is
facing the infrared signal receiver on the Marantz remote
controller at a distance of about 5 centimeters.

2. Press and hold down the T.MODE and MEMObuttons until
LEARN is displayed in the display.
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3. Select the Function button to select the function.
» Selected function is displayed and LEARN is blinking.

5. Press and hold the button of the original remote controller to learn
until OK'in the display.
* When NG is displayed, repeat this step.
* When FULL is displayed, the memory of the RC7300SR is full.
If you want to learn the code, you should erase other learned
button.
. Repeat steps 4 and 5 1o learn other buttons in same function.
Repeat steps 31to 6 to learn other function.
When you have finished programming the remote controller,
press and hold down the OK button until USE is displayed in the
display.
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Note:

* When NG is displayed in step 5 again, the transmitting code is
unavailable for RC7300SR, or the transmitting signal is
intercepted by noise.

« If no buttons are pressed for approximatelly 1 minutes while in
the LEARN mode, the remote controller automatically returns
to the use mode.

ERASING LEARNING CODE

Erasing the code by buttons
1. Press and hold down the T.MODE and MEMO buttons until
LE is di d in the display.

2. Select the Function button to select the button to be erased.
te ion is displayed and LEARN is blinking.

3. Press and hold down the CL button and press the learned button
twice to be erased.
» CLRis displayed for 3 seconds and the mode returns to LEARN
mode.

4. To return the USE mode, press and hold down the OK button 5]
until USE is displayed in the display.

Erasing the code by functions
1. Press and hold down the T.MODE and MEMO buttons until
LEARN is displayed in the display.

2. Press and hold down the CL button and press the learned
Function button twice to be erased.
* F-CLR and LEARN are blinking.

3. Press OK button to continue erasing.
» F-CLR is displayed for 3 seconds and the mode returns to
LEARN mode.

» To cancel the erasing operation, do not press OK button and
simply touch any other button.

4. To return the USE mode, press and hold down the OK button
until USE is displayed in the display.

ENGLISH
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Erasing the all functions
1. Press and hold down the T.MODE and MEMO buttons until
LEARN is displayed in the display.

-

2. Press and hold down the CL button and press POWER ON and
POWER OFF button.
» A-CLR and LEARN are blinking.
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3. Press OK button to continue erasing.
» A-CLR is displayed for 3 seconds and the mode returns to
LEARN mode.

» To cancel the erasing operation, do not press OK button and
simpl h any other button.

4. To return the USE mode, press and hold down the OK button
until USE is displayed in the display.

Note:

« Erasing codes will return to the factory preset code, or there will
leave empty if the button has no factory preset code.

i

PROGRAMMING MACROS

Macros make it possible to use a single function button to perform

more complex series of operations that would normally require

pressing several buttons. A single button can be programmed to

perform up to 10 steps in sequence. A typical example of such a series

might be as follows:

« Turn the main amplifier power ON — Switch the function to DVD —
Set the Surround Mode to Virtual — Set the DVD player to PLAY.

« No signals may be transmitted during macro programming.

 The various steps that make up a macro are set initially to be sent
one after another in 1 second intervals, however these intervals
may be shortened to as little as 0.5 seconds or lengthened to as
much as 5 seconds using the Setup mode.

+ In the macro mode, the number of steps the macro is displayed the
following selected function name.

- Macros may be programmed for each of the 12 function buttons as
follows;

TV, DVD, VCR1, DSS, TUNER, CD, CDR, MD, TAPE, AUX1,
AUX2, AMP

1. Press and hold the T.MODE and MENU button until the MACRO
is displayed.

+ MACRO and LEARN indicators are displayed blinking on the
LCD, too.
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2. Press the Function button for which you wish to program a series
of operations.
In this case, let’s use the example of the DVD player.
Press the DVD Function button. The LCD will display DVD-M.
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Characters displayed on LCD include the following, depending on

the function button for which the macro is being programmed:

TV-M, DVD-M, VCR-M, DSS-M, TUN-M, CD-M, CDR-M, MD-M,

TAP-M, AX1-M, AX2-M, AMP-M

« If a macro has already been set for the selected function
button, the LCD will blink.

3. Press the buttons for the operations you wish to program as a
macro in the sequence you want the macro to program them.
For example, press DVD, PLAY.
« The number of steps in the macro is displayed on LCD and
this number increases by 1 with each button pressed.

» Each function button can be programmed to perform up to 10
steps in sequence.




4.

When you are finished programming macros, press and hold the
OK button until the display returns to USE mode.

» Macros cannot be programmed for the MEMO, cursor/OK,
VOL A /Y or CL buttons.

In the macro mode it is possible to program the memory to
perform macros containing up to 10 steps.

» Each of the function operations (12 including CD, CD-R, etc.)
can be used in a macro more than once, however for all
except AMP, only the first function operation will be
transmitted as a signal from the remote controller.
Accordingly, within a single macro, it is not possible to switch
between multiple function operations. (This is to prevent the
switching of the receiver function operation.) Within a macro,
the second time a function operation is used, it will only be
used on the remote controller itself and no signal will be
transmitted to the component.

Note:

« If, while programming, no buttons are pressed for
approximately 1 minute, the remote controller will
automatically return to normal mode, and no macro will be
programmed in the memory.

CONFIRMING MACROS
Macros may be confirmed using following procedure.

1.

Press and hold the T.MODE and MENU button until the MACRO
is displayed on the LCD.
+ LEARN and MACRO is displayed blinking.

Press the Function button to be confirmed.

Let's use the example of the DVD player, by pressing the DVD
Function button.

+ DVD-M, LEARN and MACRO is displayed blinking.
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Press the VOL A button.
+ DVD-1is displayed and LEARN is disappeared.

» The programmed operation is transmitting.
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Repeat step 3. until the last number of the macro is displayed.
» The display will return to step 1.

» The each programmed operation is transmitting when the
number of the macro is displayed.

To return the USE mode, press and hold down the OK button
until USE is displayed in the display.

EDITING MACROS

Macros may be edited using following procedure.

7. Press and hold the T.MODE and MENU button until the MACRO
is displayed on the LCD.
+ LEARN and MACRO is displayed blinking.

(T s
AN 7S
P R

2. Press the Function button to be changed.
Let's use the example of the DVD player, by pressing the DVD
Function button.
- DVD-M, LEARN and MACRO is displayed blinking.

©

3. Press the Cursor A/ V button to select the number of macro to be
edited.
» The programmed operation is displayed after the number of
macro is displayed.

« The number of macro can be changed with the cursor A/ V
button .

- To rewrite an existing macro step, simply press the button for
the new step. The old step will be erased and rewritten with
the new step.

» To insert a_ new step in between existing steps in a macro,
after step O press the MEMO button, then press the button for
the new step. The numbers of the other steps will be adjusted
accordingly to accommodate the new step. Since only 10
steps may be stored in any macro, the tenth step will be
erased if an step is inserted when the total number of steps is
already 10.

» To erase a step in a macro, after step 3call up the number of
the step to be erased and press the CL button.

Press the OK button to return step 1.

To return the USE mode, press and hold down the OK button

until USE is displayed in the display.

ok

USING MACROS

The following procedure will show how to use the function buttons for
which you have programmed macros.

1. Press the Function button for the desired macro for 3 seconds.
« MACRO is displayed on LCD for approximately 1 second,
after which the number of steps in the macro is displayed on

LCD.

[USE MACRHO]
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» The remote controller will do nothing if no macros are
programmed. The macro steps are executed in order and the
names of their buttons are displayed on the LCD. Also, the
step numbers displayed on LCD disappear as each step is
executed.

2. After all macro commands have been transmitted, the remote
controller returns to AMP in use mode.

ENGLISH
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EXAMPLES OF MACRO PROGRAMS

Example 1

Change the input source for the amplifier to CD and play the 3rd track
on a CD in the CD player.

1.

4.

Press and hold the T.MODE and MENU button until the MACRO
is displayed on the LCD.
» LEARN and MACRO is displayed blinking.

ST
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Press CD, 3, and » buttons.

When you are finished programming the macro, press the OK
button until the display returns to USE mode.

Now, execute the macro you just programmed.

Press the CD Function button for 3 seconds.

+ The macro commands are transmitted to the components in
order, and the steps of the operations are displayed on the
LCD in order.

Example 2

Turn the main amplifier ON — Change the amplifier’s input source to
DVD — Set the Surround mode to VIRTUAL — Set the DVD player to
PLAY

1.

4.

Press and hold the T.MODE and MENU button until the MACRO
is displayed on the LCD.
+ LEAR d MACRO is displayed blinking.

MECRD

Press the DVD Function button .
» Here the DVD Function button is used as the macro button,
but any function button can in fact be used.

o
ATy TIZ Iy
Ly a—i

To set the various steps of the macro, press the following buttons
in order:

(1) AMP*— (2) POWER ON — (3) DVD — (4) AMP*— (5) 8
(VIRTUAL) — (6) DVD* — (7) »
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When you are finished programming the macro, press the OK
button until the display returns to USE mode.
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Now, execute the macro you just programmed.

1.

Press the DVD Function button for 3 seconds.
The macro commands are transmitted in order, and the steps of
the operations are displayed on LCD in order.
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« When executing this macro, function operations AMP* and
DVD* only switch the command set of the remote controller
and no signal is transmitted to the component.



CLEARING MACRO PROGRAMS

The following procedure is used to erase macros you have
programmed into the remote controller's memory.
1. Press and hold the T.MODE and MENU button until the MACRO
is displayed on the LCD.
° L RO is displayed blinking.
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2. Press L button, then the button for the Function to
be cleared (in this case DVD) for 3 seconds.
DVDCL will appear on LCD.
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3. Press the OK button to clear and return step 1.
» To cancel the memory clearing operation, do not press OK
button and simply touch any other button.
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4. To return the USE mode, press and hold down the OK button
until USE is displayed in the display.

1. Press and hold the T.MODE and SETUP button until the SETUP
is displayed on the LCD.
» SETUP is displayed for 3 seconds

2. Confirm the display changes from SETUP to MCRxx.
(“xx” means the interval time of macro operations transmitting )

3. Press the Cursor <t/ B button to change the interval time.
» The interval time can be changed from 0.5 to 5 seconds by 0.5
seconds step.
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4. Press and hold down the OK button 8 until USE is displayed in
the display.

ENGLISH



